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Legal Provisions
Copyright © 2016 SMA Solar Technology America LLC. All rights reserved.

No part of this document may be reproduced, stored in a retrieval system, or transmitted, in any
form or by any means, be it electronic, mechanical, photographic, magnetic or otherwise, without
the prior written permission of SMA Solar Technology America LLC.

Neither SMA Solar Technology America LLC nor SMA Solar Technology Canada Inc. makes
representations, express or implied, with respect to this documentation or any of the equipment
and/or software it may describe, including (with no limitation) any implied warranties of utility,
merchantability, or fitness for any particular purpose. All such warranties are expressly disclaimed.
Neither SMA Solar Technology America LLC nor its distributors or dealers nor SMA Solar
Technology Canada Inc. nor its distributors or dealers shall be liable for any indirect, incidental, or
consequential damages under any circumstances.

(The exclusion of implied warranties may not apply in all cases under some statutes, and thus the
above exclusion may not apply.)

Specifications are subject to change without notice. Every attempt has been made to make this
document complete, accurate and up-to-date. Readers are cautioned, however, that product
improvements and field usage experience may cause SMA Solar Technology America LLC and/or
SMA Solar Technology Canada Inc. to make changes to these specifications without advance
notice, or per contract provisions in those cases where a supply agreement requires advance
notice. SMA shall not be responsible for any damages, including indirect, incidental or
consequential damages, caused by reliance on the material presented, including, but not limited to,
omissions, typographical errors, arithmetical errors or listing errors in the content material.

Software licenses

The licenses for the used software modules can be called up on the user interface of the product.

Trademarks

All trademarks are recognized, even if not explicitly identified as such. Missing designations do not
mean that a product or brand is not a registered trademark.

Modbus® is a registered trademark of Schneider Electric and is licensed by the
Modbus Organization, Inc.

QR Code is a registered trademark of DENSO WAVE INCORPORATED.
Phillips® and Pozidriv® are registered trademarks of Phillips Screw Company.
Torx® is a registered trademark of Acument Global Technologies, Inc.
SMA Solar Technology America LLC
6020 West Oaks Blvd.
Suite 300 Rocklin, CA 95765 U.S.A.
SMA Solar Technology Canada Inc.
2425 Matheson Blvd. E
7th Floor
Mississauga, ON L4W 5K4

Canada
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Important Safety Instructions
SAVE THESE INSTRUCTIONS

This manual contains important instructions for the following products:
¢ SB3.0-1SP-US-40 (Sunny Boy 3.0-US)
* SB3.8-1SP-US-40 (Sunny Boy 3.8-US)
* SB5.0-1SP-US-40 (Sunny Boy 5.0-US)
¢ SB6.0-1SP-US-40 (Sunny Boy 6.0-US)
e SB7.0-1SP-US-40 (Sunny Boy 7.0-US)
e SB7.7-1SP-US-40 (Sunny Boy 7.7-US)
This manual must be followed when using this product.

The product is designed and tested in accordance with international safety requirements, but as
with all electrical and electronic equipment, certain precautions must be observed when installing
and/or operating the product. To reduce the risk of personal injury and to ensure the safe
installation and operation of the product, you must carefully read and follow all instructions,
cautions and warnings in this manual.

Warnings in this Document

A warning describes a hazard to equipment or personnel. It calls attention to a procedure or
practice, which, if not correctly performed or adhered to, could result in damage to or destruction
of part or all of the SMA equipment and/or other equipment connected to the SMA equipment or
personal injury.

Symbol Description

A DANGER DANGER indicates a hazardous situation which, if not avoided, will

result in death or serious injury.

A WARNING WARNING indicates a hazardous situation which, if not avoided,

could result in death or serious injury.

A CAUTION CAUTION indicates a hazardous situation which, if not avoided,

could result in minor or moderate injury.

‘ NOTICE ‘ NOTICE is used to address practices not related to personal injury.

Warnings on this Product

The following symbols are used as product markings with the following meanings.

Warning regarding dangerous voltage

The product works with high voltages. All work on the product must only be per-

formed as described in the documentation of the product.
f Beware of hot surface

The product can become hot during operation. Do not touch the product during
operation.
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Observe the operating instructions
El:ﬂ Read the documentation of the product before working on it. Follow all safety

precautions and instructions as described in the documentation.
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General Warnings

A WARNING

Al electrical installations must be carried out in accordance with the local electrical standards
and the National Electrical Code® ANSI/NFPA 70 or the Canadian Electrical Code® CSA
C22.1. This document does not replace and is not infended to replace any local, state,
provincial, federal or national laws, regulations or codes applicable to the installation and use of
the product, including without limitation applicable electrical safety codes. All installations must
conform with the laws, regulations, codes and standards applicable in the jurisdiction of
installation. SMA assumes no responsibility for the compliance or non-compliance with such laws
or codes in connection with the installation of the product.

The product contains no user-serviceable parts.

Before installing or using the product, read all of the instructions, cautions, and warnings in this
manual.

Before connecting the product to the electrical utility grid, contact the local utility company. This
connection must be made only by qualified personnel.

Wiring of the product must be made by qualified personnel only.
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1 Information on this Document

1.1 Validity
This document is valid for the following device types:
e SB3.0-1SP-US-40 (Sunny Boy 3.0-US)
* SB3.8-1SP-US-40 (Sunny Boy 3.8-US)
* SB5.0-1SP-US-40 (Sunny Boy 5.0-US)
e SB6.0-1SP-US-40 (Sunny Boy 6.0-US)
* SB7.0-1SP-US-40 (Sunny Boy 7.0-US)
* SB7.7-1SP-US-40 (Sunny Boy 7.7-US)

1.2  Target group

This document is intended for qualified persons and end users. Only qualified persons are allowed
to perform the activities marked in this document with a warning symbol and the caption
"Qualified person". Tasks that do not require any particular qualification are not marked and can
also be performed by end users. Qualified persons must have the following skills:

* Knowledge of how an inverter works and is operated

* Training in how to deal with the dangers and risks associated with installing and using
electrical devices and installations

* Training in the installation and commissioning of electrical devices and installations
* Knowledge of the applicable standards and directives

* Knowledge of and compliance with this document and all safety information

1.3 Symbols

Symbol Explanation

A QUALIFIED PERSON = Sections describing activities to be performed by qualified persons
only

E] Information that is important for a specific topic or goal, but is not
safety-relevant

O Indicates a requirement for meeting a specific goal
v Desired result
x

A problem that might occur

1.4 Additional Information

Links to additional information can be found at www.SMA-Solar.com:

Document title Document type

Mounting, installation, commissioning and decommissioning Installation Manual
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SMA Solar Technology America LLC

Document title

"Application for SMA Grid Guard Code"

"Webconnect Systems in Sunny Portal"

Registration in Sunny Portal

"SMA Modbus® Interface"

Information on the commissioning and configuration of the SMA

Modbus interface

"SunSpec® Modbus® Interface"

Information on the commissioning and configuration of the SunSpec

Modbus interface

"SMA Modbus® Interface"
List with the product specific SMA Modbus registers

"SunSpec® Modbus® Interface"
List with the product specific SunSpec Modbus registers

1.5 Nomenclature

Complete designation

Sunny Boy

1 Information on this Document

Document type
Form

User Manual

Technical Information

Technical Information

Technical Information

Technical Information

Designation in this document

Inverter, product

SMA Solar Technology America LLC SMA

SMA Solar Technology Canada Inc.

1.6 Typographies

Typography
bold

[Button]
[Key]

User Manual

Use

Display texts

Elements on a user interface
Terminals

Elements to be selected
Elements to be entered

Connects several elements to be
selected

Button or key to be selected or
pressed

Example

The value can be found in
the field Energy.

Select Settings.

Enter 10 in the field
Minutes.

Select Settings > Date.

Select [Next].
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2 Safety
2.1 Intended Use

The Sunny Boy is a transformerless PV inverter which converts the direct current of the PV array to
grid-compliant alternating current and feeds it into the utility grid.

The product is suitable for indoor and outdoor use.
All components must remain within their permitted operating ranges at all times.

The product must only be operated with PV arrays (PV modules and cabling) that are approved by
the electrical standards applicable on-site and the National Electrical Code® ANSI/NFPA 70 or
the Canadian Electrical Code® CSA C22.1.

E] No galvanic isolation
The product is not equipped with a transformer and therefore has no galvanic isolation.

* Do not operate grounded PV modules together with the product. If grounded PV modules
are connected to the product, an event will occur which will appear on the product
display. The event will also be displayed, along with the associated message, in the event
list on the user interface of the product.

* Only ground the mounting frames of the PV modules.
¢ The neutral conductor of the AC output is not bonded to ground within the product.

¢ The neutral conductor of the AC output for secure power supply operation is bonded to
ground within the product.

PV modules with a high capacity to ground may only be used if their coupling capacity does not
exceed 2.5 pF.

To protect the PV system against excessive reverse currents under fault conditions, the National
Electrical Code®, Section 690.9, requires overcurrent protection for PV source circuits where
possible short-circuit currents exceed the ampacity of source circuit conductors or the maximum
series fuse rating of the PV modules. Typically, this requires string fusing where more than two
strings are combined in parallel. Where overcurrent protection is required, National Electrical
Code®, Section 690.35, requires that both positive and negative conductors have overcurrent
protection for ungrounded PV arrays.

The product must only be used in countries for which it is approved or released by SMA and the
grid operator.

Use this product only in accordance with the information provided in the enclosed documentation
and with the locally applicable standards and directives. Any other application may cause
personal injury or property damage.

Alterations to the product, e.g. changes or modifications, are only permitted with the express written
permission of SMA. Unauthorized alterations will void guarantee and warranty claims and in most
cases terminate the operating license. SMA shall not be held liable for any damage caused by
such changes.

Any use of the product other than that described in the Intended Use section does not qualify as
appropriate.

The enclosed documentation is an integral part of this product. Keep the documentation in a
convenient place for future reference and observe all instructions contained therein.
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The type label must remain permanently attached to the product.

2.2  Sdafety Information

This section contains safety information that must be observed at all times when working on or with
the product.

To prevent personal injury and property damage and to ensure long-term operation of the product,
read this section carefully and observe all safety information at all times.

A DANGER

Danger to life due to electric shock in case of a ground fault

If a ground fault occurs, parts of the system may still be live. Touching live components can lead
to lethal electric shocks.
* Ensure that no voltage is present and wait five minutes before touching any parts of the PV
system or the inverter.

A CAUTION

Risk of burns from hot surfaces

The surface of the inverter can get very hot. Touching the surface can result in burns.
* Mount the inverter in such a way that it cannot be touched inadvertently.
* Do not touch hot surfaces.
* Wait 30 minutes for the surface to cool sufficiently.

e Observe the safety messages on the inverter.

NOTICE

Damage to the inverter due to moisture and dust intrusion

Dust or moisture infrusion can damage the inverter and impair its functionality.
¢ Close all enclosure openings of the inverter tightly.
* Never open the inverter when it is raining or snowing, or the humidity is over 95%.

NOTICE

Damage to the display or the type label due to the use of cleaning agents

* If the inverter is dirty, clean the enclosure, the enclosure lid of the Connection Unit, the
enclosure lid of the Power Unit, the type label, the display and the LEDs with a damp cloth
and clear water only.
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3 Product Description

3.1  Sunny Boy

The Sunny Boy is a transformerless PV inverter which converts the direct current of the PV array to
grid-compliant alternating current and feeds it into the utility grid.

Figure 1: Design of the Sunny Boy

Position Designation

A Power Unit

B Enclosure lid of the Power Unit

C Enclosure lid for the Connection Unit
D Connection Unit

E DC load-break switch

The inverter is equipped with a DC load-break switch. If the DC load-break switch is
set to the position |, it establishes a conductive connection between the PV array
and the Power Unit. Switching the DC load-break switch to the O position will inter-
rupt the DC electric circuit.
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Symbol

@b b

c US LISTED

SMA Solar Technology America LLC

Explanation

Warning label with FCC Compliance and IC Compliance

Risk of burns due to hot surfaces

The product can get hot during operation. Avoid contact during operation.
Prior to performing any work on the product, allow the product to cool down
sufficiently.

Danger to life due to electric shock

The product operates at high voltages. Prior to performing any work on the
product, disconnect the product from voltage sources. All work on the product
must be carried out by electrically qualified persons only.

Observe the documentation

Observe all documentation supplied with the product.

UL 1741 is the standard applied by Underwriters Laboratories to the product
to certify that it meets the requirements of the National Electrical Code®, the
Canadian Electrical Code® CSA C22.1; the IEEE 929-2000 and IEEE 1547.

3.2 Interfaces and Functions

The inverter is equipped with the following interfaces and functions:

User interface for the monitoring and configuration of the inverter

The inverter is standard-equipped with an integrated web server, which provides a user interface for
configuring and monitoring the inverter. The inverter user interface can be called up via the web
browser if there is an existing WLAN or Ethernet connection to a computer, tablet PC or

smartphone.

SMA Speedwire

The inverter is equipped with SMA Speedwire as standard. SMA Speedwire is a type of
communication based on the Ethernet standard. This enables inverter-optimized 10 or 100 Mbit
data transmission between Speedwire devices in PV systems and the user interface of the inverter.

Class 1 wiring methods are to be used for field wiring connection to the terminals of the
communication interface.
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Secure power supply operation

You can connect an external outlet and a switch to the inverter in order to activate the outlet. In
case of a grid failure, the outlet supplies a load with current from the PV system. When the outlet is
activated via the switch, the load is supplied with current from the PV system. The inverter
automatically regulates the energy supply of the outlet depending on the solar irradiation on the PV
system. When the outlet is activated and a load is supplied with current from the PV system, the
inverter is disconnected from the utility grid and does not feed into the utility grid.

E] Do not connect loads that require a stable electricity supply to the outlet for secure
power supply operation
Secure power supply operation must not be used for loads that require a stable electricity
supply. The power available during secure power supply operation depends on the solar
irradiation on the PV system. Therefore, power output can fluctuate considerably depending
on the weather or may not be available at all.

¢ Do not connect loads to the outlet for secure power supply operation if they are
dependent on a stable electricity supply for reliable operation.

Multifunction relay

The inverter is equipped with a multifunction relay as standard. The multifunction relay is a
multifunctional interface that can be configured for the operating mode used by a particular system.

Arc-Fault Circuit Interrupter (AFCI)

In accordance with the National Electrical Code®, Article 690.11, the inverter has a system for arc
fault detection and interruption.

An electric arc with a power of 300 W or greater must be interrupted by the AFCl in the time
specified by UL 1699B. A detected electric arc causes the inverter to interrupt feed-in operation: In
order to restart feed-in operation, the feed-in operation must be activated manually. If the
installation conditions allow it, you can deactivate the arcfault circuit interrupter.

3.3 LED Signals

The LEDs indicate the operating state of the inverter.
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4 Operation of the Inverter

4.1  Activating and Operating the Display

You can activate and operate the display by tapping on the enclosure lid of the Connection Unit.

Procedure:
1. Activate the display. Tap on the enclosure lid of the Connection Unit once.
M The backlight is switched on.

2. To move to the next message, tap on the enclosure lid of the Connection Unit once.

4.2  Activate WPS Function

* Tap twice on the enclosure lid of the Connection Unit.

™ The blue LED flashes quickly for approx. two minutes.
4.3 Secure Power Supply Operation

4.3.1 Activating Secure Power Supply Operation

If an outlet and a switch for secure power supply operation are connected to the inverter, you can
supply a load with current from the PV system in case of a grid failure during the day. If you
activate the secure power supply operation, the inverter supplies loads that are connected to the
outlet for secure power supply operation.

In case of overload, underload or insufficient solar irradiation, the voltage supply of the outlet is
briefly interrupted. The inverter automatically attempts to reestablish the voltage supply 20 seconds
after the interruption. This can lead to inadvertent starting of the load that is connected to the outlet.
Ensure that the load connected to the outlet does not consume too much power. If necessary,
reduce the power consumption of the load.

E] In case of a grid failure during the night, secure power supply operation is not
possible

During the night, secure power supply operation cannot be activated since the PV system does
not produce power that is required to supply the load.

* In case of a grid failure during the night, do not activate secure power supply operation.

* Continue to operate the inverter on the utility grid and wait for restoration of grid
operation.

¢ In the event of a persistent grid failure, switch to secure power supply operation after
sunrise.
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E] Do not connect loads that require a stable electricity supply to the outlet for secure
power supply operation

Secure power supply operation must not be used for loads that require a stable electricity
supply. The power available during secure power supply operation depends on the solar
irradiation on the PV system. Therefore, power output can fluctuate considerably depending
on the weather or may not be available at all.

¢ Do not connect loads to the outlet for secure power supply operation if they are
dependent on a stable electricity supply for reliable operation.

Procedure:
1. If no load is connected to the outlet, connect a load.
2. Turn the switch of the outlet to secure power supply operation.
3. Wait one minute.

M The inverter commences secure power supply operation. As soon as the inverter supplies the
outlet with power, the green LED flashes (1.5 s on and 0.5 s off) and the message SPS-mode
active is shown in the display along with the amount of power being supplied from the
inverter to the outlet. In addition, the control light of the outlet for secure power supply
operation glows.

% The green LED does not flash and no message that the secure power supply operation mode is
activated appears on the display or the control lamp of the outlet does not glow?

The output power of the PV system is too low. Irradiation on the PV system is probably too low
or the connected load requires more power than currently available.

 Ensure that the outlef's switch is set to secure power supply operation.
¢ |f irradiation is too low, wait for it to increase.
e Connect a load with lower power consumption to the outlet.
X No voltage can be measured at the outlet2
e Ensure that the outlef's switch is set to secure power supply operation.

¢ Ensure that the switch, outlet and control light for secure power supply operation are
correctly connected.

4.3.2 Deactivating Secure Power Supply Operation
1. If necessary, disconnect the load from the outlet.
2. Turn the switch of the outlet to grid operation.
M Grid operation is activated.
3. Switch on the circuit breaker of the PV system.

M The inverter connects to the utility grid and starts feed-in operation.
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5 Using the Inverter User Interface
5.1 Establishing a connection to the user interface

5.1.1 Establishing a direct connection via WLAN

Requirements:

O The inverter must be commissioned.

O A computer, tablet PC or smartphone with WLAN interface must be available.

O In the case of a computer connection, one of the following web browsers must be installed:
Firefox (as of version 25), Internet Explorer (as of version 10), Safari (as of version 7), Opera
(as of version 17) or Google Chrome (as of version 30).

O In the case of a tablet PC or smartphone connection, one of the following web browsers must
be installed: Firefox (as of version 25), Safari (as of version iOS 7) or Google Chrome (as of
version 29).

O The personal SMA Grid Guard code of the Installer must be available for the changing of
grid-relevant settings after completion of the first ten operating hours (see "Application for

SMA Grid Guard Code" at www.SMA-Solar.com).

E] Inverter SSID and IP address and necessary passwords

¢ Inverter SSID in WLAN: SMA[serial number] (e.g. SMA21300198135)

¢ Standard WLAN password (usable for initial configuration to completion of the first ten
operating hours): SMA 12345

* Device-specific WLAN password (usable for initial configuration to completion of the first
ten operating hours): see WPA2-PSK on the type label of the inverter or on the back of
the manual included in the delivery

 Standard IP inverter address for a direct connection via WLAN outside of a local

network: 192.168.12.3

E] Importing and exporting files with end devices having an iOS operating system is
not possible.
For technical reasons, importing and exporting files (e.g. importing an inverter configuration,
saving the current inverter configuration or exporting events) is not possible with mobile end
devices having an iOS operating system.

e Use an end device that does not have an iOS operating system for importing and
exporting files.

The procedure can be different depending on the terminal devices used (e.g. computer, tablet PC
or smartphone). If the procedure described does not apply to your device, establish the direct
connection via WLAN as described in the manual of your device.
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Procedure:
1. If your computer, tablet PC or smartphone has a WPS function:

 Activate the WPS function on the inverter. To do this, tap twice on the enclosure lid of the
Connection Unit.

™ The blue LED flashes quickly. The WPS function is active.
e Activate the WPS on your device.

M The connection with your device will be established automatically. It can take up to
20 seconds for this connection to be established.

2. If your computer, tablet PC or smartphone does not have a WPS function:
e Search for WLAN networks with your device.

e Select the SSID of the inverter SMA[serial number] in the list with the found WLAN
networks.

e Enter the inverter WLAN password. Within the first 10 operating hours, you must use the
standard WLAN password SMA12345. After the first 10 operating hours, you must use
the device-specific WLAN password (WPA2-PSK) of the inverter. The WLAN password
(WPA2-PSK) is printed on the type label.

3. Enter the IP address 192.168.12.3 or, if your device supports mDNS services, SMA[serial
number].local in the address line of the web browser and press the enter key.
4. E] Web browser signals a security vulnerability

After the IP address has been confirmed by pressing the enter key, a message might
appear indicating that the connection to the user interface of the inverter is not secure.
SMA guarantees that calling up the user interface is secure.

e Continue loading the user inferface.

M The login page of the user interface opens.

5.1.2 Establishing a Direct Connection via Ethernet

Requirements:
O The inverter must be commissioned.
O A computer with an Ethernet interface must be available.
O The inverter must be connected directly to a computer.

O One of the following web browsers must be installed: Firefox (as of version 25), Internet
Explorer (as of version 10), Safari (as of version 7), Opera (as of version 17) or Google
Chrome (as of version 30).

O The personal SMA Grid Guard code of the Installer must be available for the changing of
grid-relevant settings after completion of the first ten operating hours (see certificate

"Application for SMA Grid Guard Code" at www.SMA-Solar.com).
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E] Importing and exporting files with end devices having an iOS operating system is
not possible.

For technical reasons, importing and exporting files (e.g. importing an inverter configuration,
saving the current inverter configuration or exporfing events) is not possible with mobile end
devices having an iOS operating system.

¢ Use an end device that does not have an iOS operating system for importing and
exporting files.
Procedure:

1. Tap on the enclosure lid of the Connection Unit and confinue to switch up to the message E-IP:
169.254.xxX.XXX.

2. Read off the displayed IP address for the direct connection via Ethernet and either remember it
or write it down.

3. Open the web browser of your device, enter the IP address in the address line of the web
browser and press the enter key.
4. E] Web browser signals a security vulnerability

After the IP address has been confirmed by pressing the enter key, a message might
appear indicating that the connection to the user interface of the inverter is not secure.
SMA guarantees that calling up the user interface is secure.

 Continue loading the user interface.

™ The login page of the user interface opens.

5.1.3 Establishing a Connection via Ethernet in the local
network

E] New IP address for connecting with a local network

If the inverter is connected to a local network via a network cable (e.g. via a router), the
inverter will receive a new IP address. Depending on the type of configuration, the new IP
address will be assigned automatically by the DHCP server (router) or manually by you. Upon
completion of the configuration, the inverter is only reachable via this new IP address or the
alternative addresses.

Access addresses of the inverter:

¢ Generally applicable access address, e.g. for android products: IP address manually
assigned or assigned by the DHCP server (router) (identification via network scanner
software or router manual).

¢ Alternative access address for Apple products: SMA[serial number].local (e.g.

SMA2130019815.local)
¢ Alternative access address for certain Windows products: SMA[serial number] (e.g.
SMA2130019815)
Requirements:
O The inverter must be connected to the local network via a network cable (e.g. via a router).

O The inverter must be integrated in the local network.
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O A computer, tablet PC or smartphone must be available and the computer, tablet PC or
smartphone must be connected with the network to which the inverter is also connected.

O In the case of a computer connection, one of the following web browsers must be installed:
Firefox (as of version 25), Internet Explorer (as of version 10), Safari (as of version 7), Opera
(as of version 17) or Google Chrome (as of version 30).

O In the case of a tablet PC or smartphone connection, one of the following web browsers must
be installed: Firefox (as of version 25), Safari (as of version iOS 7) or Google Chrome (as of
version 29).

O The personal SMA Grid Guard code of the Installer must be available for the changing of
grid-relevant settings after completion of the first ten feed-in hours (see certificate "Application

for SMA Grid Guard Code" at www.SMA-Solar.com).
E] Importing and exporting files with end devices having an iOS operating system is
not possible.

For technical reasons, importing and exporting files (e.g. importing an inverter configuration,
saving the current inverter configuration or exporting events) is not possible with mobile end
devices having an iOS operating system.

* Use an end device that does not have an iOS operating system for importing and
exporting files.
Procedure:
1. Open the web browser of your device, enter the IP address of the inverter in the address line
of the web browser and press the enter key.
2. E] Web browser signals a security vulnerability

After the IP address has been confirmed by pressing the enter key, a message might
appear indicating that the connection to the user interface of the inverter is not secure.
SMA guarantees that calling up the user interface is secure.

¢ Continue loading the user interface.

™ The login page of the user inferface opens.

5.2 Logging In and Out of the User Interface
After a connection to the user interface of the inverter has been established, the login page opens.
Log onto the user interface as described below.

E] Usage of cookies

For the correct display of the user interface, cookies are required. The cookies are used for
convenience only. By using this user interface you agree to the placement of cookies.

Log in as installer or user for the first ime

Procedure:
1. In the drop-down list Language, select the desired language.
2. In the User group drop-down list, select the entry Installer or User.

3. In the New password field, enter a new password for the selected user group.

User Manual SB30-77-1SP-US-40-BA-en-11 23


http://www.sma-solar.com/

SMA Solar Technology America LLC 5 Using the Inverter User Interface

5.3  Start Page Design of the User Interface
A | B | e

o

Figure 2: Start Page Design of the User Interface
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